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GENERAL NOTES

1. MAINTENANCE OF TRAFFIC WILL BE
HANDLED BY THE CONTRACTOR UTILIZING
MDSHA STANDARD TYPICALS FOR TRAFFIC
CONTROL.

- 2. THE CONTRACTOR SHALL CONTACT MISS
UTILITY TO VERIFY ALL UNDERGROUND
UTILITIES PRIOR TO THE INSTALLATION
OF PROPOSED SIGNAL EQUIPMENT. IF
ANY UTILITY CONFLICTS ARISE THE
CONTRACTOR SHALL CONTACT THE
PROJECT ENGINEER.

3. WITHIN 36 IN. OF UNDERGROUND
UTILITY LOCATIONS, THE CONTRACTOR
SHALL BE REQUIRED TO EXCAVATE FOR
FOUNDATION AND CONDUIT BY HAND.

4. MONTGOMERY COUNTY WILL BE
RESPONSIBLE FOR ALL INTERNAL

v CABINET WIRING. THE CONTRACTOR
SHALL BE RESPONSIBLE FOR ROUTING
AND PROPERLY LABELING ALL SIGNAL
CABLES.

5. THE CONTRACTOR SHALL REMOVE AND
DISPOSE OF ALL ABANDONED ELECTRICAL
CABLES. |

6. ALL PAVEMENT MARKINGS SHALL BE
INSTALLED IN ACCORDANCE WITH MDSHA
STANDARDS.

. ALL EXISTING TRAFFIC SIGNAL
EQUIPMENT REMOVED SHALL BECOME THE
PROPERTY OF THE SIGNAL CONTRACTOR
UPON COMPLETION OF THE SIGNAL.
MODIF ICATION.

8. VIDEQ CAMERA LOCATION/ALIGNING
SHALL BE COORDINATED WITH THE SHA
ENGINEER.

9. THE CONTRACTOR SHALL CENTER THE
PROPOSED CROSSWALKS ON EXISTING
RAMPS.

10. THE CONTRACTOR SHALL REFER TO
FIGURE 3B—20a OF THE 2011 MARYLAND
M.U.T.C.D. FOR CROSSWALK PAVEMENT
MARKING DETAIL.

11. VIDEO DETECTION CAMERAS ‘a’ AND ‘cf
SHALL BE PROGRAMMED FOR PRESENCE AND
SET-BACK DETECTION ALONG MD 28.

12. THE. CONTRACTOR SHALL NOTIFY MR.
KAMAL HAMUD AT 240-777-8761 OF THE
MONTGOMERY COUNTY DOT SEVENTY TWO
(72) HOURS PRIOR TO CONSTRUCTION.

13. THE CONTRACTOR SHALL ENSURE THE
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/. o CONSTRUCTION DETAILS | R | | |
NTERCONNECT 4 A. USE EXISTING BASE MOUNTED CABINET AND CONTROLLER. INSTALL 1-4 IN. STATE OF MARYLAND
SPLICE. CABINET BEND IN EXISTING FOUNDATION. DEPARTMENT OF TRANSPORTATION
B. INSTALL VIDED DETECTION CAMERA ON EXISTING MAST ARM. TATE HIGHWAY ADMINISTRATION
C. INSTALL 4 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED). OFFICE OF TRAFFIC & SAFETY
D. INSTALL 12 IN. WHITE PREFORMED THERMOPLASTIC PAVEMENT MARKINGS FOR TRAFFIC ENGINEERING DESIGN DIVISION
CROSSWALK. MD 355 (ROCKVILLE PIKE) AT
E. é¥g;ﬁ%hE24IN. WHITE PREFORMED THERMOPLASTIC PAVEMENT MARKINGS FOR MD 28 (EAST JEFFERSON STREET /VEIRS MILL ROAD)
F. ABANDON EXISTING LOOP DETECTOR. ROGKVILLE, MARYLAND
Ho USE EXISTING HANDHOLE. ‘ TRAFFIC SIGNALIZATION PLAN
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